
969 Z | Horizontal 

Horizontal clamping unit / central injection unit through fixed bolsterUS UNITS

969 Z
Machine Type

Clamping system type

Injection unit - standard size

Injection unit - optional sizes

Injection unit - additional sizes

Clamping Unit Specifications

Clamping force () = 2.) US ton 110 - (125) 180 - (190) 280 - (315) 450 - (505) 630 - (705)

Opening force US ton

Mold opening stroke in

Opening speed in/s

Closing speed in/s

Mold installation height, min 4.) in

Space between heating platens, max 1.), 4.) in

Clearance between tie bars in 16.1 x 16.1 22.4 x 16.1 22.8 x 22.8 28.7 x 28.7 32.3 x 32.3

Clamping cylinder diameter in

Heating platen - standard in 12.6 x 15.7 17.7 x 20.1 22 x 24.8 26.4 x 30.7 31.9 x 38.6

Heating platen - long in 12.6 x 19.7 17.7 x 24.8 22 x 30.7 26.4 x 37 31.9 x 43.3

Heating platen - large in 15.7 x 19.7 22 x 24.8

Hydraulic Lifting Device Specifications

Fixed platen hydraulic lifting device stroke in 0 - 7.9 0 - 13.8 0 - 15.7 0 - 15.7 0 - 21.7

Moving platen hydraulic lifting device stroke in 0 - 7.9 0 - 13.8 0 - 15.7 0 - 15.7 0 - 21.7

Extend / retract force for hydraulic lifting devices US ton 1.6 / 2.8 - 2.8 / 1.6 2.8 / 4.5 - 4.5 / 2.8 4.3 / 7.1 - 7.1 / 4.3 4.3 / 7.1 - 7.1 / 4.3 4.3 / 7.1 - 7.1 / 4.3

Central ejector stroke in 0 - 2.4 0 - 3.1 0 - 3.1 0 - 3.1 0 - 3.1

Extend / retract force for central ejector US ton

General data

Hydraulic pump drive PSIG 3625 - (4190) 3770 - (4005) 3625 - (3845) 3625 - (4105) 3625 - (3845)

GPM

hp

Basic total connected load kW

Machine dimensions L x W x H 1.) in

Oil tank capacity gal

Machine weight with hydraulic oil 1.) lb

*1 Standard size

*2 Clamping force increase

*3 With standard heating platens

*4 Depending on equipment
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fully hydraulic fully hydraulic fully hydraulic
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fully hydraulic
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fully hydraulic
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969 Z / SEALMASTER| Horizontal 

Horizontal clamping unit / central injection unit through fixed bolsterUS UNITS

Machine Type

Clamping system type

Injection unit - standard size

Injection unit - optional sizes

Injection unit - additional sizes

Clamping Unit Specifications

Clamping force () = 2.) US ton 785 - (880) 1125 - (1260)

Opening force US ton

Mold opening stroke in

Opening speed in/s

Closing speed in/s

Mold installation height, min 4.) in

Space between heating platens, max 1.), 4.) in

Clearance between tie bars in 36.6 x 36.6 45.3 x 45.3 18.9 x 18.9 22.2 x 22.2

Clamping cylinder diameter in

Heating platen - standard in 35.4 x 39.4 39.4 x 47.2 22.4 x 22.4 26.4 x 26.4

Heating platen - long in 35.4 x 47.2 39.4 x 51.2

Heating platen - large in

Hydraulic Lifting Device Specifications

Fixed platen hydraulic lifting device stroke in 0 - 21.7 0 - 21.7 0 - 13.8 0 - 15.7

Moving platen hydraulic lifting device stroke in 0 - 21.7 0 - 21.7 0 - 13.8 0 - 15.7

Extend / retract force for hydraulic lifting devices US ton 4.3 / 7.1 - 7.1 / 4.3 8.5 / 14.1 - 14.1 / 8.5 1.6 / 2.8 - 2.8 / 1.6 2.8 / 4.5 - 4.5 / 2.8

Central ejector stroke in 0 - 3.9 0 - 3.9 0 - 3.1 0 - 3.1

Extend / retract force for central ejector US ton

General data

Hydraulic pump drive PSIG 3625 - (4105) 3625 - (3845)

GPM

hp

Basic total connected load kW

Machine dimensions L x W x H 1.) in

Oil tank capacity gal

Machine weight with hydraulic oil 1.) lb

*1 Standard size

*2 Clamping force increase

*3 With standard heating platens

*4 Depending on equipment
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